WATERFREE
URINALS

@ FALCON

WATERFREE TECHNOLOGIES

Falcon waterfree urinals reduce water and sewer costs,

maintenance and repair bills, and create more hygienic,

odor-free restrooms. A patented, sealed cartridge

climinates the need for water, conserving up to 40,000

gallons or more per unit each year. Purchasing and

installing Falcon waterfree urinals is less

expensive than manual and automatic
flush units because flush valves and

associated piping are not required.
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Maintenance costs and vandalism Patented, sealed

cartridge is made of

problems associated with flush recyclable ABS and uses

valves are also eliminated.

FEATURES

* Touch-free operation

a biodegradable sealant
liquid to control odors

BENEFITS

* Improved hygiene
and safety

e Uses no water

e Reduced water and
sewer costs

e Mechanical-free
design

® No costly flush valve
Or SEnsor repairs

e Patented, scaled
locking cartridge

* Odor-free and
vandal proof

e Maintenance-free
cartridge

® No need to replenish
sealant between changes

* Smooth, non-porous
surfaces

® Minimal care and
ecasy cleaning

e Vitreous china or
stainless steel bowl

® Unsurpassed durability
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WATERFREE
URINALS

NEW!
INCLUDES

e Cartridge housing

(pre-installed) — . ‘ \
e Cartridge kit (includes \ ; | - > | 2
one cartridge) " oy ;-;jf .

* Mounting bracket F-1000 F-2000 F-4000 F-5000 F-7000 F-9000sS
with anchors

M al Vitreous Vitreous Vitreous Vitreous Vitreous Stainless
L] Uni—coupler (adaptive ateria China China China China China Steel
waste line coupler
P ) Width 19 34" 16 78" 15 34" 13" 14 14" 12"
° Drain line test cap 1at 492 mm 429 mm 391 mm 330 mm 359 mm 305 mm
e Installation instructions . 25 7/8" 24 54" 22 58" 19 54" 21 74" 28 34"
. HClght 657 mm 625 mm 575 mm 498 mm 556 mm 721 mm
e Heavy duty professional
key for cartridge changes 14 34" 14 54" 14" 14" 14 54" 14 14"
y g g Depth 366 mm 372 mm 356 mm 356 mm 372 mm 359 mm
e Chrome pipe cap
Weigh 63 Ibs. 53 lbs. 35 lbs. 27 1bs. 44 1bs. 25 1bs.
CARTRIDGE KITS cight 28.6 kg 24.0 kg 158 kg 123 kg 20.0 kg 11.3 ke.
INCLUDE Drain height 16 34" 16 54" 17" 16 34" 17" 16 34"
. Sealed cartridge from floor for 425 mm 422 mm 432 mm 425 mm 432 mm 416 mm
” q: .
e Diverter shield 24" lip height
e Installation key Applicable to v v v v v v

LEED and

¢ Pre-measured liquid _
Green Globe points

sealant pack

e Disposal bag These dimensions are for informational purposes only. For specific rough-in
dimensions, please refer to specification sheets available on our web site or by

e Plastic gloves , _
contacting us directly.

e Instruction sheet

ALSO AVAILABLE
e Cartridges in COMPLIANCE CERTIFICATIONS:

economical 20-packs Meets ANSI/ASME A112.19.19-2006 for vitreous china
and 32 cartridge cases non-water urinals.

* Foaming housing cleaner k, Meets the American Disabilities Act guidelines and

ANSI A117.1 accessible and usable buildings and
facilities. Check local codes.
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WATERFREE TECHNOLOGIES

Falcon Waterfree Technologies, LLC
Tel: 866.275.3718 (toll-free)

Fax: 616.954.3579
info@falconwaterfree.com
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