
 

THE NEW AND IMPROVED

1. Transparent Key-Ring Enzyme Cavity

2. Stronger Key-Ring Installation Clips

3. New REACH Compliant Label

4. Enhanced Key-Ring Enzyme Stability

KEY-RING PRODUCT UPDATE

Our High-performance Key-Valve, or HPKV, urinal cartridge paired with the Key-Ring, is the 
industry-leading mechanical or dry replacement product for waterfree urinals.  With one of the 
fastest flow rates in the market, HPKV+ Key-Ring is perfect for converting your urinal to waterfree 
or “almost” waterfree. A result of years of research and testing, the Key-Ring features new design 
updates that ensures product longevity and improved product functionality.

Since its introduction, there have been several improvements incorporated into the product design 
based on feedback from customers. The latest update to the Key-Ring design follows that same 
path in order to provide the best performance ever. Following are the FOUR improvements to the 
HPKV Key-Ring:
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KEY-RING

TRANSPARENT KEY-RING ENZYME CAVITY: 
The new transparent Key-Ring cavity allows a clear view of the enzyme filling, AND indicates 
when the valve needs to be replaced. 

SERVICE WHEN THE GREEN IS GONE!ervice when he green is gone!

NEW TIME TO CHANGE
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KEY-RING

STRONGER KEY-RING INSTALLATION POSTS: 
The improved design includes stronger Key-Ring installation Clips. This change 
reduces the chances of the tabs breaking during installation or cleaning.

Re-enforced 
Key-Ring 
installation 
Clips. 

NEW REACH COMPLIANT LABEL: 
The REACH compliant label provides critical SDS information including Health, Safety, and 
Handling guidance.  NOTE: If you are issuing an MSDS of your own or include your own manual, 
please adapt the information from our updated attached SDS.

ENHANCED KEY-RING ENZYME STABILITY:

The improved formulation enhances the enzyme stability against exposure to humid 
conditions during storage. The storage condition requirements remain the same as specified 
previously; store in dark, dry place with temperature between 5° Celsius to 25° Celsius.
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